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Two-Way Radio & Accessory Catalog
Compact Portable VHF/UHF FM Business Two-Way Radios

The right tool...the right choice...

...Compact, durable business two-way radios from Kenwood.
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UHF
Radio Specifications:
UHF 2 Watts
2 & 15 Channel Models
User Programmable Frequencies
Wireless Cloning Mode
Loud 500 mW Audio
Programmable QT & DQT
Per Channel
VOX (Hands Free Voice-activated)
with Audio Accessory
Channel Scan
Super Lock
Small & Lightweight 
Rugged MIL-STD 810 C, D, E & F
Die-Cast Chassis 
Polycarbonate Case
Weather-Sealed Construction 
Two Color LED
Time Out Timer
Up to 22 Hours of operation
(5/5/90 Duty Cycle)
Low Battery Alert
Weight 9.9 oz
2 Year Limited Warranty

Included Accessories:
3-Hour Rechargeable Battery
with 2000 mAh Li-Ion battery
Desktop Fast Charger
Spring Action Belt Clip
Removable Antenna
Warranty Card
FCC License Information

MODEL

TK-3200LU2P

TK-3200LU15P

Band Power Channel Frequencies Antenna Charger Squelch MSRP

UHF 2 Watt 2 56 Removable 3hr.Drop-In Coded $264.00

UHF 2 Watt 15 56 Removable 3hr.Drop-In Coded $275.00

•
•
•
•
•
•

•

•
•
•
•
•
•
•
•
•
•

•
•
•

P
ro

Ta
lk

®
U

H
F

 T
K

-3
20

0L
U

15
P

3

Open areas without
obstructions

Residential areas           
(near buildings)

In steel and/or concrete
reinforced buildings

In high-rise buildings

For some frequencies, power may be limited to 1 watt.
Talk range will vary based on terrain, conditions and type of radio.

OPERATING CONDITIONS

Up to 6 miles

Up to 2 miles

Up to 250,000 sq.ft.

Up to 20 floors

Selectable Channels

Channel #

1 464.5500 MHz

2 467.9250 MHz

3 461.0375 MHz

4 461.0625 MHz

5 461.0875 MHz

6 461.1125 MHz

7 461.1375 MHz

8 461.1625 MHz

9 464.5000 MHz

10 467.7625 MHz

11 467.8125 MHz

12 467.8500 MHz

13 467.8750 MHz

14 467.9000 MHz

15 461.1875 MHz

Frequency

KNB-27N - (TK-3130/TK-3131)

1300 mAh battery, NiMH,
3.6V rechargeable

KNB-46L - (TK-3230)

2000 mAh battery, Li-Ion,
rechargeable

KSC-28 - (TK-3130/TK-3131)

Desktop rapid rate charger, charges in
2.5 hours (120VAC adapter, UL CSA) 
included with radio

KSC-37 - (TK-3230)

Desktop rapid rate charger, charges in
2.5 hours (120VAC adapter, UL CSA) 
included with radio

KMB-25
Six unit charger adapter for six
KSC-23 / 28 / 31 / 45L chargers.
(chargers not included)

KMB-27
Six unit charger adapter for six
KSC-28 or KSC-37  chargers.
(chargers not included)

KMC-17
Heavy-duty  speaker microphone

KMC-21
Compact speaker microphone

KLH-113 - (TK-3130/TK-3131)

Nylon carry case (black

KLH-150 - (TK-3230

Nylon carry case (black)

KHS-22
Headset behind the head with flexi-
ble boom microphone, in-line PTT,
single ear receiver,low profile wire
headband

KHS-23
2-wire cell-style earbud clip/PTT
palm microphone (medium duty)

KHS-25
D-Ring Ear Hanger
with PTT & Boom Mic

KHS-26
Clip microphone with earphone

KHS-27
D-Ring Ear Hanger

with PTT & Mic
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(Chargers not included)

(Chargers not included)

3230XLS/TK-3130XLS/TK-3131XLS ACCESSORIES
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VHF
Radio Specifications:
VHF 2 Watts
2 & 8 Channel Models
User Programmable Frequencies
Wireless Cloning Mode
Loud 500 mW Audio
Programmable QT Per Channel
VOX (Hands Free Voice-activated)
with Audio Accessory
Channel Scan
Super Lock
Small & Lightweight 
Rugged MIL-STD 810 C, D, E & F
Die-Cast Chassis 
Polycarbonate Case
Weather-Sealed Construction 
Two Color LED
Time Out Timer
Up to 22 Hours operation
(5/5/90 Duty Cycle)
Low Battery Alert
Weight 9.9 oz
2 Year Limited Warranty

Included Accessories:
3-Hour Rechargeable Battery
with 2000 mAh Li-Ion battery
Desktop Fast Charger
Spring Action Belt Clip
Removable Antenna
Warranty Card
FCC License Information
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XLS
Radio Specifications:
UHF & 1.5 Watt 2 Channel
Durable Polycarbonate Housing
Small & Lightweight 5.5 oz
Over 14 Hours Talk Time (5/5/90
duty cycle)
User-selectable 1.5 W or 500 mW
Transmit Power
2 Channel Operation (factory pre-set)
56 User-Programmable Memory
Bank Frequencies
User Programmable QT (39) and
DQT (83) Signaling
FleetSync® Selcall (PTT) Push to Talk
Caller ID
Channel Scan
Super Lock
Tone Alert
10 Call Tones
Privacy Talk (scrambles the transmitted
signal)
Key Lock / Backlit LCD Display
LCD Battery Meter & Low Battery Alert
VOX (Hands Free Voice-activated)
w/5 Sensitivity Levels
VOX TX Delay and Busy Detect
T-O-T (Time Out Timer)
2 Color Transmit / Busy LED
Channel Up/Down Select
3 Function Keys: Menu, Call, Monitor
Battery Save
Audio Accessory Jack
Antenna (fixed non-removable)
Rugged MIL-SPEC 810 C,D,E & F
2 Year Limited Warranty

Included Accessories:
Rechargeable Li-Ion Battery
Rapid Rate Desktop Charger
Spring Action Belt Clip
Warranty Card
FCC License Information

MODEL

TK-3230K XLS

Band Power Channel Antenna Vox Scan Charger Squelch   MSRP

UHF 1.5 Watt 2 Fixed Yes Yes Drop-In Coded    $225.00
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Channel # Frequency

1 464.5500 MHz

2 467.9500 MHz

Preset Frequencies
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Channel #

1 154.5700 MHz

2 154.6000 MHz

3 151.7000 MHz

4 151.7600 MHz

5 151.8200 MHz

6 151.8800 MHz

7 151.9400 MHz

8 151.5125 MHz

Selectable Channels
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Frequency

MODEL

TK-2200LV2P

TK-2200LV8P

Band Power Channel Frequencies Antenna Charger Squelch MSRP

VHF 2 Watt 2 27 Removable 3hr.Drop-In Coded $247.00

VHF 2 Watt 8 27 Removable 3hr.Drop-In Coded $264.00

Open areas without
obstructions

Residential areas        
(near buildings)

In steel and/ or concrete
reinforced buildings

In high-rise buildings

Talk range will vary based on terrain, conditions and type of radio.

OPERATING CONDITIONS

Up to 5 miles

Up to 1.5 miles

Up to 225,000 sq.ft.

Up to 17 floors

Open areas without
obstructions

Residential areas          
(near buildings)

In steel and/ or concrete
reinforced buildings

In high-rise buildings

For some frequencies, power may be limited to 1 watt.
Talk range will vary based on terrain, conditions and type of radio.

OPERATING CONDITIONS

Up to 6 miles

Up to 2.5 miles

Up to 180,000 sq.ft.

Up to 10 floors




